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Available in Spot, 1, 4, and 8 Zone,
and Distance Locating Models

Spot Detector

Max. Water Det. Cable Length 100’

1 per 5’ of Cable
Self Stick Cable Clamp
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Area of Detection: Wire= Max. 5000 ft sq. Per zone (Based on 15’ centers)
Spot Detector (For use in areas water will collect E.G. Sumps/Drains)

Number of Zones: Up to 4 (Single Zone , Four Zone or Single Zone Distance Locating)

Maximum Wire Lengths: 1000’ ( We recommend 500’ to keep zones size manageable)

Wire Spacing: 5’, 10’ or 15’ On Center

Power Input: 115VAC, 60Hz, .5 amps

Operating Voltage: 12VDC, Internal
12VAC, 54 Hz Detection Loop

Battery Back Up: 12 VDC 1.2 amp/hr. Battery
With automatic charger

Indicators: LED type: for Alarm, Trouble and Power-on Status
Distance Locating Type: Digital Display (Footage measurement)

Size: 10” x 10” x 4”  (254mm x 254mm x 102mm)

Temperature Range: Cabinet 32°F - 125°F (0°C - 52°C)

Humidity Range:  Cabinet 0 - 90% non-condensing

Contact Ratings: 1 Zone Unit - 1 Relay (Alarm and Fault Combined)
 2 - 8 Zone Unit - 2 Relays - Alarm and Fault

Power Supply: Internal, 115VAC, 60Hz, .5 amps

DESIGN PARAMETERS All systems must meet NFPA requirements and be designed using
the appropriate calculation software.

For use in sump and areas where water or water-based chemicals 
may collect.  Also contains dry contacts which can be connected to 
other monitoring systems without an Aqua Alert panel.

Spot Detector can be 
connected to any type 
of warning device to 
alert you of water-
based leakage.

The Spot Detector can 
a l s o  i d e n t i f y  t h e  
location of the problem 
to help you quickly 
make repairs. 

When water-based leaks are a concern for your facility, but your budget can’t afford the big super 

systems, Aqua Alert is the product for you.  

The Aqua Alert water-based detection system is specifically designed for water-based leak 

detection in concealed areas or any place water-based intrusion must be identified immediately.  
Spot detectors are also available.

W
a

te
r 

D
e

te
ct

io
n

Tel: 704-821-7920 www.safefiredetection.com Fax: 704-821-4327
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